
 



Summary of Acoustic Demo for  

Summary: 

 

- Number of structures that were Acoustically Inspected: Approximately less than 

100 poles 

 

- A total of 10 defects were found 

- 6 defects are from 11.4kV  

 

 

 

 

 

 

 

 



List of Results 

Failure &  

Severity  

Timeframe  

Fix while on  

site  
 

Fault - Report to  

Asset Owner 

immediately  

Replace or Repair  

within 3 months  
 

Replace or Repair  

within 12 months  
 

Replace or Repair  

in a 1-3 year 

timeframe  

Monitor and review  

at the next 

inspection  

Priority  0 1 2 3 4 5 

Defect Number  Voltage  Feeder  Pole # Priority  Defect Description  Asset/Description  

1 11.4kV  - 70 2 Vegetation Conductor 

2 11.4kV  - 34 3 Suspected erosion Conductor 

3 11.4kV  - 30 2 Vegetation Conductor 

4 11.4kV  - 16 3 Erosion Conductor 

5 11.4kV  - 042 2 Erosion Conductor 

6 11.4kV  - 32 2 Vegetation  Conductor  

7-1 11.4kV  - 29 2 Erosion Conductor 

7-2 11.4kV  - 29 2 Corrosion Conductor and clamp  

8-1 11.4kV  - 31 2 Erosion Conductor and clamp  

8-2 11.4kV  - 31 2 Erosion Conductor and clamp  



Weather  Temp Humidity  Distance dB Priority  Audio Waveform  

Overcast 27ʕ 76% 9 Meters 13dB  2 

Case 1 ð Conductor ð Vegetation 



Weather  Temp Humidity  Distance dB Priority  Audio Waveform  

Overcast 27ʕ 76% 14 Meters 1dB  3 

Case 2 ð Conductor ð Suspected erosion 



Weather  Temp Humidity  Distance dB Priority  Audio Waveform  

Overcast 27ʕ 76% 9 Meters 6dB  2 

Case 3 ð Conductor ð Vegetation 


